I< d g 5 9 LIMIT ROTLU DILATASYON KOMPANSATORLERI - YIVLI (GALVANIZLI)

KALITE FARK YARATIR

DK25 - GYV Limit Rotlu Dilatasyon Kompansatérleri Yivli Galvanizli +25mm Genlesmeli

DK50 - GYV Limit Roflu Dilatasyon Kompansatérleri Yivli Galvanizli £50mm Genlesmeli

DK75 - GYV Limit Rotlu Dilatasyon Kompansatérleri Yivli Galvanizli +75mm Genlesmeli

DK100 - GYV Limit Roflu Dilatasyon Kompansatérleri Yivli Galvanizli £100mm Genlesmeli
GENEL

Dilatasyon Kompansatérleri farkl temellere sahip binalarin gegis nokialarinda (Dilatasyon), bina ¢ékmeleri veya deprem-
lerden dolayi olusabilecek boru hatlarindaki gerilme ve kopmalari, yanal sopmalari absorbe ederek tesisatin kesintisiz ve
verimli calismasini saglayan ara baglanti elemanlardir. Cift kérik igeren bu kompansatér fipleri limit rotlar kullanilarak
istenilen genlesme mikiarlarinda  sabitlenebilir. Bina  gegislerindeki tim Dilatasyon noktalarinda kullanilabilifler. Siparis
asamasinda sistemdeki dngorilen hareket mikiari, hattoki akiskan cinsi, kullanim vyeri, baglanti sekli, sistemin ¢calisma
basinci ve sicakhgr belirtilmelidir.
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Kérik 1.4301 (AISI 304) 1.4541 / 1.4401 / Titanyum / Incoloy 800H / Inconel vb.
Limit Rot Tutucular 1.0038 (St 37-2 Galvaniz Kapli)  Paslanmaz Celik
Yivli Baglanti Boynu 1.0038 (St 37-2 Galvaniz Kapl]  Paslanmaz Celik
- DuynParameelei
Dizayn Basinci 16 Bar (1 Bar...64 Bar Opsiyonel)
Dizayn Sicaklig +20 °C
Baglant Caplan DN25 (1")....DN300 (12")
Genlesme Mikiarlari X:60mm (£30), Y:50mm (+25) / 100mm (£50) / 150mm (+75) / 200mm (+100)
Dizayn Standartlan EIMA, EN 14917
Sertifikalar TSE, CE Modil H (Opsiyonel) - EAC

**Ozel talepleriniz igin satis ekibimizle irfibata geginiz.



LiMIT ROTLU DILATASYON KOMPANSATORLERI - YiVLi (GALVANZLI) ka use

KALITE FARK YARATIR
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DETAY-A
Ozellikler
P N
area Numarasi Parca Adi Malzeme
1 Yivli Baglanti Boynu 1.0038 (S235)R / St37-2 - Galvaniz Kapli)
2 Limit Rot 1.0038 (S235)R / St37-2)
3 Limit Rot Tutucu 1.0038 (S235)R / St37-2 - Galvaniz Kaph)
4 Korik 1.4301 (AISI 304)

DN25 33,7

DN32 11/4" 550 650 750 850 15,8 7.1 1,6 42,4 136 Q,O

DN40 11/2' 550 650 750 850 15,8 7,1 1,6 48,3 147 24,7

DN50 2" 620 720 820 Q20 15,8 8,7 1,6 60,3 163 38,7

DN65 21/2" 620 720 820 Q20 15,8 8,7 1,9 76,1 190 58,0

DNB8O K3 670 770 870 970 15,8 8,7 1,9 88,9 212 80,5

DN100 4" 670 770 870 %70 15,8 8,7 2,1 114,3 245 129,0
DN125 5" 710 Q10 1010 1110 15,8 8,7 2,1 139,7 290 191,8
DN150 o' 710 Q10 1010 1110 15,8 8,7 2,1 165,1 340 262,7
DN200 8" 760 Q60 1050 1160 19,0 11,9 2,3 219,1 420 453,5
DN250 10" 860 1060 1150 1260 19,0 11,9 2,3 273 495 698,4
DN300 12" Q45 1150 1245 1345 19,0 11,9 2,7 323,9 575 967,0

** X, Y degerleri eksenel yonde genlesme miktarini temsil etmektedir. Farkli genlesme degerleri icin satis ekibimizle irtibata geginiz.




®
Koayse DILATATION EXPANSION JOINT WITH TIE RODS - GROOVED (GALVANISED)

QUALITY MAKES DIFFERENCE

DK25 - GYV Dilatation Expansion Joint With Tie Rods Grooved Galvanised +25mm Expansion

DK50 - GYV Dilatation Expansion Joint With Tie Rods Grooved Galvanised +50mm Expansion

DK75 - GYV Dilatation Expansion Joint With Tie Rods Grooved Galvanised +75mm Expansion

DK100 - GYV Dilatation Expansion Joint With Tie Rods Grooved Galvanised +100mm Expansion
GENERAL

Dilatation expansion joints are the interconnection elements that ensure uninterrupted and efficient operation of the insfallation
in the joints of buildings with different foundations (Dilatation), by absorbing strain and rupture that can occur in the pipelines

due 1o building collopses or earthquakes, and lateral deviations. These types of expansion joints consisting of double bellows can

be fixed to the desired expansion amounts by using limit rods. They can be used at all Dilatation points in building passages.

Bellows 1.4301 (AISI 304) 1.4541 / 1.4401 / Titanium / Incoloy 800H / Inconel efc.
Tie Rod Holders 1.0038 (St 37-2 Galvanised) Stainless Steel
Grooved Connections 1.0038 (St 37-2 Galvanised) Stainless Steel
- DesgnPorameters
Design Pressure 16 Bar (1 Bar...64 Bar Optional)
Design Temperature +20°C
Diameters DN25 (1")....DN300 (12")
Movements X:60mm (£30), Y:50mm (£25) / 100mm (+50) / 150mm (+75) / 200mm (+100)
Standards EIMA, EN 14917
Certifications TSE, CE Module H (Optional) - EAC

**Please contact our sales team for your special requests.
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®
DILATATION EXPANSION JOINT WITH TIE RODS - GROOVED (GALVANISED) Koyse
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DETAIL-A
Specifications
HET N L0 Name Material
] Grooved Connections 1.0038 (S235)R / St37-2 - Galvanised)
2 Tie Rod 1.0038 (S235)R / St37-2)
3 Tie Rod Holder 1.0038 (S235)R / St37-2 - Galvanised)
4 Bellows 1.4301 (AISI 304)

DN25 33,7 19,0
DN32 11/4" 550 650 750 850 15,8 7,1 1,6 42,4 136 19,0
DN40 11/2" 550 650 750 850 15,8 7,1 1,6 48,3 147 24,7
DN50 2" 620 720 820 920 15,8 8,7 1,6 60,3 163 38,7
DN65 21/2 620 720 820 920 15,8 8,7 1,9 76,1 190 58,0
DNB8O g 670 770 870 @70 15,8 8,7 1,9 88,9 212 80,5
DNT00 4" 670 770 870 @70 15,8 8,7 2,1 114,3 245 129,0
DNI125 5" 710 Q10 1010 1110 15,8 8,7 2,1 139,7 290 191,8
DN150 o' 710 Q10 1010 1110 15,8 8,7 2,1 165,1 340 262,7
DN200 8" 760 Q60 1050 1160 19,0 11,9 2,3 219,1 420 453,5
DN250 10" 860 1060 1150 1260 19,0 11,9 2,3 273 495 698,4
DN30O0 12" Q45 1150 1245 1345 19,0 11,9 2,7 323,9 575 Q67,0

** XY value represents axial, lateral movements. Please contact our technical department for different movement requirements.




