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1. GENERAL

sensors used to communicate with LS20 controller or automa-

-
tained in MLG Series Level Indicators.

PS1x PS3x Series Limit Switches do not have permanent struc-

-

-

In cases where PS2x Series Limit Switches contacts have more liq-

assembly contacts are in permanently open circuit.

Open
Circuit

Short
Circuit

They give contact only when they are at the same point with level 
-

-

Touching an external magnet or level indicator buoys to the Bi-
stable switches may not give an accurate result. Thus test should 

be loose enough to move manually. 

indicator and you can not get above given measures than device 

Open circuit should be read when it is over Bistable switch buoy 

-
where where MLG Series level indicators are used. However 

caballed models at outside.

Also PS2x Series Bistable Switches should not be used in vibra-

undesirably.  

alarm 
directly

Switch Form
Switch Capacity
Power Capacity

Storage Temp.

Mechanical Conn.

Switch Form
Switch Capacity
Power Capacity

Storage Temp.

Conn. with Cable
Mechanical Conn.

Switch Form

Switch Capacity
Power Capacity

Storage Temp.

Conn. with Cable
Mechanical Conn.

Switch Form

Switch Capacity
Power Capacity

Storage Temp.

Mechanical Conn.

OC
OC

2

OC
OC

 

2

2 LIYCY Shielded Cable / 2 mt. Stn.

O O

OC
 

2

2 SIMH Silicon Cablo / 2 mt. Stn.

OC
OC

2 LIYCY Shielded Cable / 2 mt. Stn.

-
-

-

-
1 2 3 4

PS20 ve PS21 mod-

a special clamp. It 

-
et wrench.
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