koayse®

KALITE FARK YARATIR

Endustriyel / Sanayi tipi hortumlar genel olarak biyuk ¢apli hortumlardir. Bu fip hortumlar biytk sanayit esislerinde, cimento
fabrikalarinda,demir gelik sanayinde,akaryakit retim ve depolama tesislerinde,gaz dagitim tesislerinde kullaniimakiadir.
Biyik capli hortumlar ézellikle biyik tesislerde hareketli parcalarda montaj kolayligi nedeniyle tercih edilmektedir.
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—l__ Urtin Boyu :| :zo:e:iz R —— Rakor
Baglanti Tipi - 2 zoell o N ——  Nipel
Baglant Tipi - 2 Hortum HB —— lzolesiz & Orgulu i
Malzemesi Tiel | HB] —— izoleli & Orgil Baglant SF ——  sabit Flansl
Baglanti Tipi - 1 2HB —— Izolesiz & Gift Kat Orgila Tipi DF ner Flansh
Baglant: Tipi - 1 2HBI ——  Izoleli & Gift Kat Orgla KB —— KaynakBoyunlu
Malzemesi Y —— Y
Hortum Tipi Malzeme [ CS —— Karbon Celik Béglanfl KL —— Kamlok Baglantili
GCap (DN) SS —— Paslanmaz Celik Baglanti
Kys - (T 1] -1 11-0C1 /0 1-0C00 /10 - 11
Tam sizdirmazlik saglar ve uzun émurlodur.
Esnek yapisi ile titresim etkileri minimum seviyede kalir.
Kesit daralmasi olmadan akiskan iletimi saglanir.
Hareketli parcalarda kullanilabilir,
Metal hortumlar imal edildigi malzemeye gére 700 - 800 °C ye kadar dayanim gésterebilirler.
Diger bir ¢cok hortum tipine gére gok genis kimyasal gesitlilikle basa gikabilir.
Standart Urin Malzemeleri Opsiyonel Urin Malzemeleri
Hortum 1.4301 (AISI 304) Hortum 1.4401 (AISI 31¢)
Orgﬂ 1.4301 (AISI 304) Orgﬂ 1.4401 (AISI 316)
Fittings 1.0038 (St 37-2) Fittings Paslanmaz Celik

Dizayn Parametreleri

Dizayn Basinci 0- 128 bar

Dizayn Sicaklig 100 °C [max.)

Baglontt Caplan DN8O - DN300

Baglanti Tipleri Flonsh, Kaynak Boylu, Yivli, Disli, Kamlok

Sertifikalar CE Module H (Opsiyonel)
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L ey Parca Ady Malzeme

1 Flans (Yivli-Disli-Kaynak Boyunlu Opsiyonel) 1.0038 (ST 37-2)
2 Takviye Bandi 1.4301 (AISI 304)
3 Orgi 1.4301 (AISI 304)
il Esnek Metal Hortum 1.4301 (AISI 304)

* Farkli baglant sekilleri ve malzemeler icin satis ekibimizle irtibata geginiz.
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DN BUkiUm Yarygapy Nominal Calpma Basyncy  Calpma Basyncy
. Di D D) gf?;&z Tek Kat Orgilc  Cift Kat Orguli
mmpNinchl NN (el e B A (gqr) (bar) (bar)
12 1/2" 12,1 175 50 200 3,0 80,0 128,0
16 5/8" 16,2 23,1 50 200 3,0 70,0 112,0
20 3/4' 20,7 28,4 70 200 2,0 64,0 102,0
25 1" 257 350 Q0 200 2,0 50,0 80,0
32 11/4" 327 42,0 110 250 1,5 40,0 64,0
40 11/2" 407 50,8 130 250 1,5 30,0 48,0
50 2" 50,7 62,5 175 350 1,0 28,0 44,0
65  21/2" 657 82,5 200 410 1,0 24,0 38,0
80 3 Q4.4 80,7 205 450 1,0 18,0 28,0
100 4" 1166 1008 230 560 0,8 16,0 26,0
125 5" 1490 1257 280 660 0,6 12,0 20,0
150 6" 1748 150,/ 320 815 0,6 10,0 16,0
200 8" 2235 2008 435 1015 0,5 8,0 12,0

250 10 2770 2508 635 1270 0,2 7,0 11,0
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QUALITY MAKES DIFFERENCE

large diameter hoses are typically used in industrial and commercial settings. large industrial facilities, cement plants, the
iron and steel sector, fuel production and storage focilities, and gas distribution facilities all employ this type of hose. Due
fo their simplicity of assembly in moving parts, big diameter hoses are desirable, especially in large facilities.
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H ——  Without Insulati
—l_— Product !.ength HI W:th(::surl\::;wn R —— Union
Connection Type - 2 X . N ——  Nipple
Connection Type - 2 Hose HB —— Without Insulation & Braided Fixed F1
Material Tyee | HBI —— With Insulation & Braided Connection SF xed Fange
Connection Type - 1 2HB —— Without Insulation & Double Braided Type DF Rotanty Flange
Connection Type - 1 2HB| ——  With Insulation & Double Braided KB Welding Ends
Material Y Grooved
H?s e Type Materil [ cS — Ca@on Steel KL Camlock
Dia. (DN) SS —— Stainless Steel
Kys - [T (- (7 - /(0 - T
It provides full sealing and is long-asting
Vibration impacts are kept to a minimum thanks to ifs flexible structure
Without cross-sectional constriction, fluid transmission is guaranteed
Attaches quickly to nearly all types of fittings
Depending on the material they are made of, mefal hoses can withstand
temperatures of up to 700-800 °C Unlike the majority of other hose types,
it can handle a wide range of substances.
Standard Product Materials Optional Product Materials
Hose 1.4301 (AISI 304) Hose 1.4401 (AISI 316)
Braid 1.4301 (AISI 304) Braid 1.4401 (AISI 316)
Fittings 1.0038 (St 37-2) Fittings Stainless Steel

Design Parameters

Design Pressure 0- 128 bar

Design Temperature 100 °C (max.)

Connection Dia. DN8O - DN300O

Connection Types Flanged , Welding Ends, Grooved, Threaded, Camlock

Certificates CE Medule H (Optional)
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Properties
AT Part Name Material
1 Flange (Grooved-Threaded-Welding Ends Optional) 1.0038 (ST 37-2)
2 Reinforcement Ring 1.4301 (AISI 304
3 Braid 1.4301 (AISI 304)
4 Flexible Metal Hose 1.4301 (AISI 304)
® Please contact our sales team for different connection sizes and materials.
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DN Bending Radius Nominal Qper, Pressure  Oper. Pressure
Di D mm Pressure . . i
. Unbraid Single Braid Double Braid
mm inch (mm) (mm) . .
Static Dynamic (bar) (bar) (bar)
12 1/2" 12,1 17,5 50 200 3,0 80,0 128.,0
16 5/8" 16,2 23,1 50 200 3,0 70,0 112,0
20 3/4" 20,7 284 70 200 2,0 64,0 102,0
25 1" 25,7 35,0 Q0 200 2,0 50,0 80,0
32 11/4" 32,7 42,0 110 250 1,5 40,0 64,0
40 11/2" 407 50,8 130 250 1,5 30,0 48,0
50 2" 50,7 62,5 175 350 1,0 28,0 44,0
65 21/2" 657 82,5 200 410 1,0 24.0 38,0
80 3" Q44 80,7 205 450 1,0 18,0 28,0
100 4" 1166  100,8 230 560 0,8 16,0 26,0
125 5" 1490 1257 280 660 0,6 12,0 20,0
150 6" 1748 150,/ 320 815 0,6 10,0 16,0
200 8" 2235  200,8 435 1015 0,5 8,0 12,0
250 10" 2770 2508 635 1270 0,2 7.0 11,0



